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The Flatford  
8 kilowatt stove  
in black anthracite  
paint finish sits 
comfortably within 
a traditional brick 
fire chamber.

details

Full specifications

Pages 38–39 
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With its simple good looks, the Flatford stove will sit 
comfortably in a wide range of  interiors. It can also  
be very successfully combined with an attractive stone  
fire surround as in the facing image.

The Flatford  
8 kilowatt stove  
in black anthracite 
paint finish is shown 
with the Marseilles 
stone surround  
from Chesney’s 
collection of   
hand carved  
fire surrounds.

details

Full specifications

Pages 38–39 Flatford 4  Black anthraciteFlatford 6  Black anthracite

Flatford 8  Black anthracite
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The Barrington  
8 kilowatt stove  
in sage green paint 
finish is shown  
with the Langley 
statuary marble 
surround from 
Chesney’s collection 
of  hand carved  
fire surrounds.

details

Full specifications

Pages 38–39 

The Barrington

With its elegant and refined appearance, the Barrington stove 
draws its inspiration from the delicate interiors and fine 
furniture of  Barrington Hall, a neo-classical mansion owned  
by The National Trust.

The Barrington is available as a six and eight kilowatt  
multi-fuel stove and a four kilowatt wood burning stove.

26	 Chesney’s Stove Collection

collection
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Barrington 4  Black anthracite

With its classical detailing and handsome appearance,  
the Barrington is an elegant addition to the decorative 
scheme of  any room. 

Barrington 6  Sage green

The Barrington  
8 kilowatt stove  
is shown in an ivory 
paint finish that 
complements its 
refined appearance. 

details

Full specifications

Pages 38–39 

Barrington 8  Black anthracite
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The Petworth

The Petworth stove echoes the handsome architecture  
of  one of  The National Trust’s most important properties, 
Petworth House in West Sussex. A robust plinth and detailed 
corniced mouldings reflect the attention to design detail  
that characterises every Chesney’s stove. 

The Petworth is available as both a six and eight kilowatt 
multi-fuel stove.

The Petworth     31

collection

Petworth 8  Black anthracite Petworth 6  Sage green

The Petworth  
8 kilowatt stove in 
black anthracite 
paint finish is shown 
with the Alhambra 
limestone surround 
from Chesney’s 
collection of   
hand carved  
fire surrounds.

details

Full specifications

Pages 38–39



The Hampstead

The Hampstead stove takes its name from The National Trust’s 
Modernist house in Willow Road, Hampstead in North London. 
Its simple clean lines make it the ideal interior to a contemporary 
architectural limestone fire surround.

It is available as a six or eight kilowatt multi-fuel stove and a  
four kilowatt wood burning stove.

collection
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“We need to do  
all we can to use 
resources which 
contribute to the 
solution of climate 
change, such as 
wood instead of oil.”
The National Trust
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The Hampstead  
8 kilowatt stove  
is shown with the 
Burlington limestone 
surround from 
Chesney’s collection 
of  hand carved  
fire surrounds.

details

Full specifications

Pages 38–39 
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With its modern linear design this stove will sit comfortably  
in a wide range of  modern interiors. Installed either as a  
free-standing unit or within a fire chamber, the Hampstead 
provides an attractive and heat efficient focal point to a room.

The versatile 
Hampstead  
8 kilowatt stove 
can be positioned 
in an existing 
alcove or in a 
suitable area 
within the room. 

details

Full specifications

Pages 38–39

Hampstead 8  Silver Hampstead 6  Silver

Hampstead 6 XLS  Silver Hampstead 6 LS  Silver

Hampstead 4  Silver
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The timber that you use 
for your stove should only 
come from woodlands that 
are managed sustainably.
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How to get the best out of your stove 
Using and maintaining your stove in the correct way will contribute  
to its efficiency and longevity and maximise the beneficial effect that 
its use will have on the environment. 

Chimney draught

A good chimney draught is essential 
if you are to obtain the optimum 
performance from your stove.  
There are many variable factors that 
affect the performance of a chimney 
and your local Chesney’s stockist 
will be able to advise you on the 
suitability of your chimney for use 
with a stove. If you do not have a 
chimney it is possible to have a 
prefabricated chimney system 
installed which is compatible with  
a multi-fuel stove. It is important 
that you have your chimney cleaned 
once a year by a NACS (National 
Association of Chimney Sweeps) 
registered sweep.

Fuel  

It is essential that you burn 
seasoned dry firewood with a 
moisture content of less than 20%. 
Burning wet wood will adversely 
affect the performance of your 
stove, creating tar deposits in the 
chimney and causing the glass in 
the stove door to blacken. Use of  

a moisture meter will allow you to 
check that the moisture content of 
any wood that you are intending to 
purchase is satisfactory. 

If you are supplying your own 
firewood, it should be stored for at 
least a year after cutting and splitting 
to enable it to dry out. Storage 
should be in a dry well aired 
location. Hardwood will generally 
burn for longer than softwood and 
the latter will make better kindling  
as it lights easily. Sources of wood 
such as decking, fencing, demolition 
materials, painted or treated wood, 
driftwood or rubbish should under 
no circumstances be used as fuel 
for your stove. See The National 
Energy Foundation website (www.
nef.org.uk/logpile) for a database of 
wood fuel suppliers.

We would strongly recommend  
that for environmental reasons 
wood is used as the fuel for your 
stove, but where coal is your choice 
of fuel please ensure that it is not 
petroleum based. 

For advice on solid fuel contact an 
approved coal merchant or call the 
Solid Fuel Association advice line on  
0845 601 4406 or visit their website 
at www.solidfuel.co.uk.

Maintenance  

The door seals of the stove should 
be regularly checked to ensure  
that there is an airtight seal. If the 
sealing rope is not intact it will  
result in draughts entering the  
stove which affect its combustion 
efficiency. The fireproof bricks that 
line the stove should also be 
checked for signs that they may be 
starting to crumble. It is acceptable 
for cracking to be seen but not 
disintegration of the bricks as this 
will reduce the insulation in the 
firebox leading to low temperatures 
and inefficient combustion. 

It is also important that the ashpan 
is not allowed to overflow as the hot 
ash can cause the grate of the  
stove to distort.

Provision of  ventilation

All stoves require air for combustion.  
To comply with Building Regulations 
(Document J) any stove with a 
maximum heat output of over  
five kilowatts will require its own 
dedicated supply of air by means  
of an air vent. 

Installation 

Your stove and flue must be 
installed by a HETAS approved 
installer. HETAS is the governing 
body for the installation of wood 
burning and solid fuel appliances 
and its approved installers have  
all completed the training course 
necessary to obtain accreditation. 



approximate overall dimensions shown
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 	 Nominal 	 Heat output	Ma ximum 	 Flue output	 Net 	 Clearance to
	output	   range	L OG length	 TOP OR REAR	efficiency	  COMBUSTIBLES

8 series	 8 kW 	 6 – 10.5 kW	 14"	 150mm (6")	 76%	 Sides	 600mm
	 to room			   diameter*		  Rear	 650mm
						      Top	 400mm

6 series	 7 kW 	 5 – 9 kW	 11"	 150mm (6")	 84.6%	 Sides	 650mm
	 to room				    diameter*	 Rear	 500mm
						      Top	 300mm

4 series	 4.6 kW 	 3 – 6 kW	 10"	 127mm (5")	 83.9%	 Sides	 350mm
	 to room			   diameter*		  Rear	 400mm
						      Top	 300mm

The above specifications apply to all stoves in the Chesney’s collection with the exception of the Milan 4 and 6 series, where test results are pending.

8 Series

weight 143 kgs weight 151 kgs weight 148 kgs weight 155 kgs weight 172 kgs weight 180 kgs weight 148 kgs weight 124 kgs

specifications

Approved to EN: 13240
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approximate overall dimensions shown

6 Series

weight 123 kgs weight 131 kgs weight 128 kgs weight 120 kgs weight 132 kgs weight 139 kgs weight 120 kgs weight 127 kgsweight 125 kgs

weight 72 kgs weight 73 kgs weight 78 kgs weight 88 kgs weight 104 kgs weight 74 kgs weight 78 kgs weight 69 kgsweight 73 kgs

Approved to EN: 13240 and smoke control exempt 

Approved to EN: 13240 and smoke control exempt 
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Colour palette 
We believe that a stove doesn’t have to be black. Our range of  matt 
and enamel colours allows you the flexibility to select a colour for your 
stove that will suit the decorative scheme in your home.

Sage green

matt finish

enamel finish

Atlantic blue Terracotta

Black anthracite Silver Ivory

Black Royal blue Claret red

Cream

Please note  The colour chart above is intended as a guide only 

All stoves are available in the matt finish

Only the Alpine range of stoves are available in enamel finish



“ A bright fire glowed 
in the stove and the cat 
lay stretched before it 
with sleepy eyes ”  
Edith Wharton
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Chesney’s pursues a policy of continuing 
improvement in design and performance of its 
products. The right is therefore reserved to vary 
specifications without notice.

A number of  the stoves in this brochure have been installed with hand carved chimneypieces 
from Chesney’s range of  period and contemporary stone and marble fire surrounds. This 
is widely acknowledged as the leading collection of  its kind in the world, and also includes 
a wide selection of  fire baskets, fire dogs, andirons, fire tools and register grates. A separate 
100 page full colour brochure is available illustrating this range.

in association with 
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in association with 

Showrooms

London 
194/200 Battersea Park Road, 
London SW11 4ND  
Telephone 020 7627 1410 
Fax 020 7622 1078

734-736 Holloway Road, 
London N19 3JF 
Telephone 020 7561 8280 
Fax 020 7561 8288

Email: sales@chesneys.co.uk

For details of UK nationwide stockists: 
020 7501 4279

www.chesneys.co.uk

New York 
Suite 244, 2nd Floor, 
D&D Building, 979 Third Avenue, 
New York NY 10022 
Telephone 001 646 840 0609 
Fax 001 646 840 0602 
Email: newyorksales@chesneys-usa.com

For details of US nationwide stockists: 
001 404 948 1111

www.chesneys-usa.com
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